










QN-O-210 Series
KEY SPECIFICATIONS

www.qntmnet.com

Up to 16 per Access Point (8 per Radio)  

Performance & Capacity

Client capacity Up to 256 clients per Access Point Band

2.4 GHz

Antenna type

Antenna gain (Max)

574 Mbps 

5 GHz 1200 Mbps

5 GHz
2.4 GHz

Peak PHY rates

5 GHz

2.4 GHzOutput power 27 dBm  

27 dBm  

Power Over Ethrnet 

Ethernet

802.3af/at Fully functional with all components

WAN: 1 x 10/100/1000 Base-T ethernet, Auto MDIX,  
             RJ-45 with 802.3at PoE

TPC Auto / Manual / Adjustable

Power

LAN:1 x  10/100/1000 Base-T ethernet, Auto MDIX, RJ-45

Buttons Restart/Reset

System management  

Environmental

Management

System monitoring

Humidity

Operating temperature

SNMP v1, v2c, v3, Syslog

Quantum® RUDDER, Standalone, SSH, Local AP login

Physical

Dimensions

–20°C (-4F) ~ +55°C (+131F)

5% ~ 95% Non-Condensing

195mm (L), 140mm (W), 55mm (H )  
 

Mounting Pole mount

IP55IP speci�cation

Power consumption (max) 18 W

Physical Interfaces

QN-O-210 QN-O-210-N 

Built-in antenna (2 x 
2.4 GHz & 5 GHz )

External antenna connector 
(2 x 2.4 GHz & 5 GHz )

2 x N-type connectors 
2 x N-type connectors 

3 dBi
3 dBi  


